
Static control for hazardous areas

®Cenelectrex

Stainless Steel 

Static Grounding & 

Bonding Clamps & 

Assemblies

FM Approved
ATEX Compliant

! FM Approval (6085: bonding and grounding 
clamps and assemblies tested for low electrical 
resistance, clamping force, vibration and 
mechanical strength)

! ATEX Approval (EX II 1 GD T6: clamps tested and 
approved for safe use in hazardous areas)

! ASTM  D257-99 (Cen-Stat™ retractable cable has 
anti-static properties to prevent surface static 
charge build up)

! NFPA77 and CENELEC 50404 (clamps and 
assemblies designed in accordance with major 
international static control codes of practice)

®Cenelectrex  approved static grounding and 

bonding clamps and retractable cable assemblies 

are purpose designed to provide an effective 

connection to portable and mobile plant items in 

order to safely dissipate static electricity in 

hazardous areas. Units are Factory Mutual (FM) 

Approved and ATEX Compliant, and combine 

extremely low electrical resistance with high levels 

of mechanical strength, and are available as 

complete assemblies with high-performance 

Cen-Stat™ retractable anti-static cable or as 

separate items for self-assembly.

In flammable/combustible atmospheres, National 

and Industry operating guidelines require that all 

conductive/metallic items of plant are properly 

bonded and grounded. The consequences of an 

incendive static spark in a hazardous atmosphere 

are simply too serious to leave to simple or non-

approved devices that are not designed for 
In addition to independent tests and approvals, 

purpose. ®Cenelectrex  Stainless Steel Static Grounding & 
Bonding Clamps and Assemblies have sharp, 

®Cenelectrex  Stainless Steel Clamps and hardened contact tips for penetrating through paint, 
rust, resins, and other insulating layers. Cen-Stat™ Assemblies are tested and approved to North 
Cable also has excellent flexibility and memory, American and European standards and include a 
extending and retracting with a 10:1 ratio, and is 

unique combination of important features and 
proven to maintain it’s shape after at least 20,000 

benefits to provide the user with an assembly continuous extensions. The chemical and abrasion 
proven to perform in all common hazardous area resistant anti-static coating prevents surface charge 
applications, including grounding & bonding build-up, and is color coded according to IEC 60446.

Flammable Liquid Containers, Drums, Totes, IBC’s, 

Vessels and Mobile Tanks.
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Approved Stainless Steel Static Grounding & Bonding Clamps and Assemblies

Technical Specifications for Popular Options:

Complete Clamp/Retractable Cable Assemblies

*Effective true working length of extended cable (10:1 extension factor). 
Cable Colors (IEC 60446): Orange = North American standard, Green = European standard color.
Cen-Stat™ Cable features # 12 AWG (4mm sq) high-tensile multi-stranded galvanised steel conductor
Assemblies supplied as standard with 3/8” (10mm) ring terminal at free end (other sizes available on request).

Static Grounding & Bonding Clamps (without cable)

* Approximate clamping capacity, including contact/tips

Cenelectrex® Approved Clamps also available with alternative lengths

and types of Grounding & Bonding Conductors:

! Self-Retracting Static Discharge Cable Reels (20, 25, 50 & 100 ft / 6, 7.5, 15 & 30m).

! Straight Cen-Stat™ Grounding & Bonding Cable (cut to length per ft or metre).

! Plain (Uncoated) Stainless Steel Grounding & Bonding Cable (cut to length per ft or metre).

! Stainless Steel Ring Terminals.

! Cen-Stat™ Retractable Cables without clamping devices. 

For extremely safety-critical applications, or where there is a need for constant 

monitoring of static grounding & bonding conditions, Bond-Rite Intrinsically Safe 

Self Testing Clamps and Earth-Rite Static Ground Monitoring and Interlock Systems 

are available, which provide visual verification and control capability. Please contact 

your Customer Service Representative for full specifications and options.

Cenelectrex® Approved Stainless Steel Clamps and Assemblies are just one part of the 

comprehensive range of static grounding and bonding equipment available from Newson Gale 

Inc., the Lakewood, NJ based specialists in static control for hazardous areas. To discuss your own 

requirements please contact our Customer Service Team, or your local distributor.

Code Clamp Type Cable Type  Color  Cable Length*  

VESX02/G09-U Medium Duty Retractable Cen-Stat™  Orange  10ft (3m)  

VESX02/G09 Medium Duty Retractable Cen-Stat™  Green  10ft (3m)  

VESX90/G09-U Heavy Duty Retractable Cen-Stat™  Orange  10ft (3m)  
VESX90/G09 Heavy Duty Retractable Cen-Stat™  Green  10ft (3m)  
VESX90/G03-U Heavy Duty Retractable Cen-Stat™  Orange  16ft (5m)  
VESX90/G03 Heavy Duty Retractable Cen-Stat™  Green  16ft (5m)  
VESX90/G06-U Heavy Duty Retractable Cen-Stat™  Orange  32ft (10m)  
VESX90/G06 Heavy Duty Retractable Cen-Stat™  Green  32ft (10m)  

 

Code Clamp Type  Materials of Construction  Max Jaw Opening*  
VESX02 Medium Duty  304 SS Body, Spring & Hardened SS Contacts  1/2” (12mm)  
VESX90 Heavy Duty  304 SS Body, Spring & Tungsten Carbide Contacts  1-1/2” (40mm)  
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