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® Cenelectrex grounding and bonding clamps are 
designed to enable the user to achieve an 
effective connection to portable/mobile items of 
plant in order to safely dissipate static electricity. 
All items combine extremely low electrical 
resistance with high levels of mechanical 
strength, and are available as fitted assemblies 

® complete with special Hytrel coated spiral 
cables, or as separate items for self assembly.

In all cases, customers should be aware of the 
need to check the efficiency of all static grounding 
and bonding devices as part of a planned 
maintenance programme, and to ensure 
compliance with local safety standards. For 
extremely safety-critical applications, or where 
there is a need for constant verification of static 
grounding and bonding conditions, we 
recommend our range of static grounding 
systems, which provide visual indication and 
interlock outputs. Alternatively, the range of Bond-
Rite Self-Testing Clamps is available.

These Static Grounding & Bonding Clamps and Cables form part of the Cenelectrex range 
of Static Grounding and Bonding Equipment available from Newson Gale Inc. T o discuss 
your own particular requirement please contact our Customer Service T eam, or the local 
distributor in your area.
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Static control for hazardous areas

To construct a Static Grounding Clamp/Cable assembly to your 
own specification, simply add the clamp to the cable required as 
per the example listed. If a second clamp is required, add this to 
the assembly. Clamps always listed in Alpha/Numeric order. (Omit 
the VES prefix for cable and second clamp).

Example: EP-1 "C" Clamp; 3 metre Green Hytrel Spiral Cable
and Cling-on Clamp = assembly part number VESC41/G09/X04

SPECIFICATIONS FOR CLAMPS/CABLES   

STANDARD STATIC GROUNDING & BONDING ASSEMBLIES (CLAMP ATEX CODING: SEE TABLES BELOW)
Part Number Clamp Type Cable Type Length
VESX10 Cling-On Heavy Duty Clamp – see 1st photo Green Hytrel Spiral 5 Metres
VESX10-U Cling-On Heavy Duty Clamp Orange Hytrel Spiral 5 Metres
VESX90/G03 Stainless Steel Heavy Duty Clamp – see 2nd photo Green Hytrel Spiral 5 Metres
VESX90/G03-U Stainless Steel Heavy Duty Clamp Orange Hytrel Spiral 5 Metres
VESX41/G09 REB Plier Clamp Green Hytrel Spiral 3 Metres
VESX41/G09-U REB Plier Clamp Orange Hytrel Spiral 3 Metres
VESX70 Earthling Medium Duty Clamp Green Hytrel Spiral 3 Metres
VESX70-U Earthling Medium Duty Clamp Orange Hytrel Spiral 3 Metres
VESX02/G09 Medium Duty Stainless Steel Clamp Green Hytrel Spiral 3 Metres
VESX02/G09-U Medium Duty Stainless Steel Clamp Orange Hytrel Spiral 3 Metres
VESC41/G09/X41 "C" Clamp and REB Plier Clamp – see 3rd photo Green Hytrel Spiral 3 Metres
VESC41/G09-U/X41 "C" Clamp and REB Plier Clamp Orange Hytrel Spiral 3 Metres

NB: Green Cable =  European Standards Orange Cable =  North American Standards
All free ends terminated with 10mm ring terminal. See clamp/cable section for more detailed specifications. 

STATIC GROUNDING & BONDING CLAMPS (SPRING ACTION)   
Part Number Clamp Type ATEX Code Material of construction Clamp jaw opening *
VESX04 Cling-On Heavy Duty Clamp II 1 GD T6 Mild Steel (Passivated) body with Tungsten Carbide Contacts 0 - 40mm
VESX90 Stainless Steel Heavy Duty Clamp II 1 GD T6 Stainless Steel body with Tungsten Carbide Contacts 0 - 40mm
VESX05 Earthling Medium Duty Clamp II 1 GD T6 Mild Steel (Passivated) body with Stainless Steel Contacts 0 - 12mm
VESX02 Stainless Steel Medium Duty Clamp II 1 GD T6 Stainless Steel with Stainless Steel Contacts 0 - 12mm
VESX41 REB Plier Clamp II 1 GD T6 Anodized Die Cast Aluminium with Stainless Steel Contacts 0 - 23mm
VESX42 ALS10-A Aircraft Clamp (MIL-M83413/7-1) II 2 GD T6 Die Cast Aluminium with Mild Steel serrated Contacts 0 - 25mm
VESX43 Clamp for Flexible Static Dissipative Materials II 2 GD T6 Die Cast Aluminium with Mild Steel serrated Contacts 0 - 23mm
VESX06 Lightweight Alligator Clip – Copper body with serrated contacts 0 - 21mm

STATIC GROUNDING & BONDING CLAMPS (SCREWDOWN TYPE)   
Part Number Clamp Type ATEX Code Material of construction Clamp jaw opening *
VESX01 Heavy Duty Screwdown Clamp II 2 GD T6 Cast Iron (Galvanised) with serrated contacts 0 - 38mm
VESC41 EP-1 C-Clamp (for drums etc) II 2 GD T6 Mild Steel (Passivated) body with Stainless Steel Contact 0 - 18mm
VESC43 EP-2 C-Clamp II 2 GD T6 Mild Steel (Passivated) body with Stainless Steel Contact 0 - 70mm
VESC42 EP-3 C-Clamp (heavy duty) – Bronze Body with Bronze Contact 0 - 25mm
VESC32 JR-150-4 Pipe Clamp (DN 15 - 20) – Bronze Body "Saddle" type clamp 10 - 30mm
VESC33 JR-150-8 Pipe Clamp (DN 25) – Bronze Body with serrated contacts 29 - 34mm
VESC36 JR-150-16 Pipe Clamp (DN 50) – Bronze Body with serrated contacts 57 - 62mm
VESC38 JR-150-24 Pipe Clamp (DN 75) – Bronze Body with serrated contacts 85 - 90mm
VESC39 JR-150-32 Pipe Clamp (DN 100) – Bronze Body with serrated contacts 113 - 118mm
VESC40 JR-150-48 Pipe Clamp (DN 150) – Bronze Body with serrated contacts 156 - 163mm

*  Approximate Clamping Capacity

STATIC GROUNDING & BONDING CABLES   
Part Number Cable Type Length 
VESG09 Green Hytrel SPIRAL Cable 3 Metres 
VESG03 Green Hytrel SPIRAL Cable 5 Metres
VESG06 Green Hytrel SPIRAL Cable 10 Metres
VESG05 Green Hytrel SPIRAL Cable 15 Metres
VESG31 Green Hytrel STRAIGHT Cable 1 Metres
VESG32 Green Hytrel STRAIGHT Cable 2 Metres
VESG33 Green Hytrel STRAIGHT Cable 3 Metres
VESG35 Green Hytrel STRAIGHT Cable 5 Metres
VESG36 Green Hytrel STRAIGHT Cable 6 Metres
VESG30/10 Green Hytrel STRAIGHT Cable 10 Metres

NB: All cables have a Hytrel coated high 
2 tensile multicore steel conductor: 4mm C.S.A.

Cables ordered separately are supplied with
2 x 10mm crimp ring terminals per length 
(loose).

For Orange (North American) standard cables 
add -U suffix to part number.


